
 eco parete soffi tto mario nanni 2012

apparecchio di illuminazione da parete o soffi tto per interni IP20.
realizzato in alluminio ossidato e verniciato a polvere, composto da un faretto diametro 
Ø80mm h.146mm, orientabile di 360° sull’asse verticale e di 140° sull'asse orizzontale, su 
corpo 200x88x40mm.
cablato con sorgente elettronica 2700K, 3000K e 3000Vb K (progettato per settore alta 
moda) Ra98 les9 42,1W 2000lm o les19 30,5W 3000lm.
ottiche 12° per sorgente elettronica les9 e 26° 36° 54° intercambiabili per les19.
alimentatore 240V 50-60Hz incluso, dimmerabile con potenziometro o dimmerabile dali.
fi niture: my bianco, nero55.

IP20 rated wall or ceiling light fi tting for indoor use. 
made of powder coated oxidized aluminium, consisting of diameter Ø80mm h.146mm 
spotlight, adjustable by 360° on the vertical axis and by 140° on the horizontal axis, on a 
200x88x40mm base.
wired with 2700K, 3000K and 3000Vb K (designed for high fashion industry) Ra98 les9 
42.1W 2000lm led source and les19 30,5W 3000lm led source.
optics 12° suitable to les9 and 26° 36° 54° interchangeables for les19.
240V 50-60Hz power supply included, dimmable with potentiometer or dali.
fi nishes: my bianco, nero55.
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Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1400 30,1 2000 42,1 47 A
xe000 les9 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1  1400 30,1 2000 42,1 47 A
xe001 les9 Ta25 °C vita media · average life   70000 h L80  B10

140°

360°

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 93 Rg 106 step 1 1400 30,1 2000 42,1 47 A
xe007 les9 Ta25 °C vita media · average life   70000 h L80  B10
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 eco parete soffi tto 240V 50-60Hz IP20

Vb6.030.71.27 my bianco 2700K 12° 1,5

Vb6.030.51.27 nero55 2700K 12° 1,5

Vb6.030.71.30v my bianco 3000Vb K 12° 1,5

Vb6.030.51.30v nero55 3000Vb K 12° 1,5

Vb6.030.71.30 my bianco 3000K 12° 1,5

Vb6.030.51.30 nero55 3000K 12° 1,5

eco parete soffi tto 12°

gradi di apertura fascio luminoso 
beam's angle degrees

regolazione intensità luminosa 
light intensity regulation

gradi di rotazione · rotation degrees
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Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1  1400 30,1 2000 42,1 47 A
xe001 les9 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 93 Rg 106 step 1 1400 30,1 2000 42,1 47 A
xe007 les9 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1400 30,1 2000 42,1 47 A
xe000 les9 Ta25 °C vita media · average life   70000 h L80  B10
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gradi di rotazione · rotation degrees

Vb6.030.71.27.d2 my bianco 2700K 12° 1,5

Vb6.030.51.27.d2 nero55 2700K 12° 1,5

Vb6.030.71.30v.d2 my bianco 3000Vb K 12° 1,5

Vb6.030.51.30v.d2 nero55 3000Vb K 12° 1,5

Vb6.030.71.30.d2 my bianco 3000K 12° 1,5

Vb6.030.51.30.d2 nero55 3000K 12° 1,5

eco parete soffi tto 12°

gradi di apertura fascio luminoso 
beam's angle degrees

 eco parete soffi tto dali 240V 50-60Hz IP20
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Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1050 29,0 3000 30,5 98 A+
xm000 les19 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1050 29,0 3000 30,5 98 A+
xm001 les19 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 93 Rg 106 step 1 1050 29,0 3000 30,5 98 A+
xm007 les19 Ta25 °C vita media · average life   70000 h L80  B10
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 eco parete soffi tto 240V 50-60Hz IP20

Vb6.030.72.27 my bianco 2700K 26° 1,5

Vb6.030.52.27 nero55 2700K 26° 1,5

Vb6.030.72.30v my bianco 3000Vb K 26° 1,5

Vb6.030.52.30v nero55 3000Vb K 26° 1,5

Vb6.030.72.30 my bianco 3000K 26° 1,5

Vb6.030.52.30 nero55 3000K 26° 1,5

regolazione intensità luminosa 
light intensity regulation

eco parete soffi tto 26°

gradi di apertura fascio luminoso 
beam's angle degrees
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Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1050 29,0 3000 30,5 98 A+
xm000 les19 Ta25 °C vita media · average life   70000 h L80  B10

26
°

dali

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1050 29,0 3000 30,5 98 A+
xm001 les19 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 93 Rg 106 step 1 1050 29,0 3000 30,5 98 A+
xm007 les19 Ta25 °C vita media · average life   70000 h L80  B10
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 eco parete soffi tto dali 240V 50-60Hz IP20

Vb6.030.72.27.d2 my bianco 2700K 26° 1,5

Vb6.030.52.27.d2 nero55 2700K 26° 1,5

Vb6.030.72.30v.d2 my bianco 3000Vb K 26° 1,5

Vb6.030.52.30v.d2 nero55 3000Vb K 26° 1,5

Vb6.030.72.30.d2 my bianco 3000K 26° 1,5

Vb6.030.52.30.d2 nero55 3000K 26° 1,5

gradi di rotazione · rotation degrees

eco parete soffi tto 26°

gradi di apertura fascio luminoso 
beam's angle degrees
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Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1050 29,0 3000 30,5 98 A+
xm000 les19 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 93 Rg 106 step 1 1050 29,0 3000 30,5 98 A+
xm007 les19 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1050 29,0 3000 30,5 98 A+
xm001 les19 Ta25 °C vita media · average life   70000 h L80  B10

36
°

regolazione intensità luminosa 
light intensity regulation

 eco parete soffi tto 240V 50-60Hz IP20

Vb6.030.73.27 my bianco 2700K 36° 1,5

Vb6.030.53.27 nero55 2700K 36° 1,5

Vb6.030.73.30v my bianco 3000Vb K 36° 1,5

Vb6.030.53.30v nero55 3000Vb K 36° 1,5

Vb6.030.73.30 my bianco 3000K 36° 1,5

Vb6.030.53.30 nero55 3000K 36° 1,5

gradi di rotazione · rotation degrees

eco parete soffi tto 36°

gradi di apertura fascio luminoso 
beam's angle degrees
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Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 93 Rg 106 step 1 1050 29,0 3000 30,5 98 A+
xm007 les19 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1050 29,0 3000 30,5 98 A+
xm001 les19 Ta25 °C vita media · average life   70000 h L80  B10
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Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1050 29,0 3000 30,5 98 A+
xm000 les19 Ta25 °C vita media · average life   70000 h L80  B10
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gradi di rotazione · rotation degrees

 eco parete soffi tto dali 240V 50-60Hz IP20

Vb6.030.73.27.d2 my bianco 2700K 36° 1,5

Vb6.030.53.27.d2 nero55 2700K 36° 1,5

Vb6.030.73.30v.d2my bianco 3000Vb K 36° 1,5

Vb6.030.53.30v.d2nero55 3000Vb K 36° 1,5

Vb6.030.73.30.d2 my bianco 3000K 36° 1,5

Vb6.030.53.30.d2 nero55 3000K 36° 1,5

eco parete soffi tto 36°

gradi di apertura fascio luminoso 
beam's angle degrees
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Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 93 Rg 106 step 1 1050 29,0 3000 30,5 98 A+
xm007 les19 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1050 29,0 3000 30,5 98 A+
xm001 les19 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1050 29,0 3000 30,5 98 A+
xm000 les19 Ta25 °C vita media · average life   70000 h L80  B10
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 eco parete soffi tto  240V 50-60Hz IP20

Vb6.030.74.27 my bianco 2700K 54° 1,5

Vb6.030.54.27 nero55 2700K 54° 1,5

Vb6.030.74.30v my bianco 3000Vb K 54° 1,5

Vb6.030.54.30v nero55 3000Vb K 54° 1,5

Vb6.030.74.30 my bianco 3000K 54° 1,5

Vb6.030.54.30 nero55 3000K 54° 1,5

gradi di rotazione · rotation degrees

regolazione intensità luminosa 
light intensity adjustment

eco parete soffi tto 54°
gradi di apertura fascio luminoso 
beam's angle degrees
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Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1050 29,0 3000 30,5 98 A+
xm001 les19 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 93 Rg 106 step 1 1050 29,0 3000 30,5 98 A+
xm007 les19 Ta25 °C vita media · average life   70000 h L80  B10

54°

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 1050 29,0 3000 30,5 98 A+
xm000 les19 Ta25 °C vita media · average life   70000 h L80  B10
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gradi di rotazione · rotation degrees

 eco parete soffi tto dali 240V 50-60Hz IP20

Vb6.030.74.27.d2 my bianco 2700K 54° 1,5

Vb6.030.54.27.d2 nero55 2700K 54° 1,5

Vb6.030.74.30v.d2 my bianco 3000Vb K 54° 1,5

Vb6.030.54.30v.d2 nero55 3000Vb K 54° 1,5

Vb6.030.74.30.d2 my bianco 3000K 54° 1,5

Vb6.030.54.30.d2 nero55 3000K 54° 1,5

eco parete soffi tto 54°

gradi di apertura fascio luminoso 
beam's angle degrees
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 accessori. accessories.

Vb9.580.86 frangiluce nido d’ape · honeycomb louvre 0,01

Vb9.580.87 lente ellittica · elliptical lens 0,05

Vb9.580.88 vetro albarino · albarino glass 0,05

Vb9.030.92 26° 0,1

Vb9.030.93 36° 0,1

Vb9.030.94 54° 0,1

 eco parete soffi tto ottiche. optics.





Distributor for Viabizzuno

Architectural Lighting Solutions
Web: www.cirruslighting.co.uk

Email: sales@cirruslighting.co.uk

Tel: 0207 193 2175
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https://www.instagram.com/cirruslighting/?hl=en
http://www.linkedin.com/company/cirrus-lighting
http://www.pinterest.com/cirruslighting/
http://www.twitter.com/cirruslighting
http://www.youtube.com/user/CirrusLighting?feature=watch
http://www.facebook.com/cirruslighting
https://cirruslighting.us6.list-manage.com/subscribe?u=ec6880c43d3b714e689d31c0b&id=29d57d4ebb



