
biblio sospensione UpO 1995

apparecchio di illuminazione a 
sospensione per interni ed esterni 
IP40 e IP44.
realizzato in alluminio ossidato 
e verniciato a polvere o in rame, 
con diffusore diametro Ø345mm 
h.300mm, cavo di sospensione 
h.3000mm rivestito con calza in 
acciaio inox e rosone per fi ssaggio 
a soffi tto.
cablato con sorgente elettronica 
3000K Ra90 38,4W 4250lm con 
ottiche 25° 72° o con propulsore 
dinamico n55 2700K e 3000K 
Ra98 19,9W 2140lm con ottiche 
113° 15°.
alimentatore 220-240V 50-60Hz 
incluso.
accessori: vetro di protezione 
trasparente IK06 per versione IP44.
fi niture: bruno antico, nero notte, 
scurodivals, grigio argento e rame.

IP40 and IP44 rated suspension 
light fi tting for indoor and outdoor 
use.
made of powder coated oxidised 
aluminium or copper, with a 
diameter Ø345mm h.300mm 
diffuser, a h.3000mm suspension 
cable covered with a stainless steel 
sleeve and ceiling installation rose.
wired with 3000K Ra90 38.4W 
4250lm led source with 25° 72° 
optics or with propulsore dinamico 
n55 2700K and 3000K Ra98 
19.9W 2140lm with 113° 15° 
optics.
220-240V 50-60Hz power supply 
included.
accessories: IK06 protective 
transparent glass for IP44 version.
fi nishes: antique brown, night 
black, scurodivals, silver grey and 
copper.



Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

 90 Rf 90 Rg 100 step 2  1050 34,1 4250 38,4 119 A++
tm011 les19 Ta25 °C vita media · average life   50000 h L70  B10
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 biblio sospensione 1 240V 50-60Hz IP44 IK06

 biblio sospensione 2 240V 50-60Hz IP44 IK06

Vb8.603.21 bruno antico ∙ antique brown 3000K 25° 4

Vb8.603.22 nero notte ∙ night black 3000K 25° 4

Vb8.603.23 scurodivals 3000K 25° 4

Vb8.603.24 grigio argento ∙ silver grey 3000K 25° 4

Vb8.603.31 bruno antico ∙ antique brown 3000K 72° 4

Vb8.603.32 nero notte ∙ night black 3000K 72° 4

Vb8.603.33 scurodivals 3000K 72° 4

Vb8.603.34 grigio argento ∙ silver grey 3000K 72° 4
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Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 700 28,4 2140 19,9 108 A+
xm000 les19 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 700 28,4 2140 19,9 108 A+
xm001 les19 Ta25 °C vita media · average life   70000 h L80  B10

 biblio sospensione 3 hm01 240V 50-60Hz IP40

Vb8.603.21.27 bruno antico ∙ antique brown 2700K 113° 3,3

Vb8.603.22.27 nero notte ∙ night black 2700K 113° 3,3

Vb8.603.23.27 scurodivals 2700K 113° 3,3

Vb8.603.24.27 grigio argento ∙ silver grey 2700K 113° 3,3

Vb8.603.25.27 rame ∙ copper 2700K 113° 3,3

Vb8.603.21.30 bruno antico ∙ antique brown 3000K 113° 3,3

Vb8.603.22.30 nero notte ∙ night black 3000K 113° 3,3

Vb8.603.23.30 scurodivals 3000K 113° 3,3

Vb8.603.24.30 grigio argento ∙ silver grey 3000K 113° 3,3

Vb8.603.25.30 rame ∙ copper 3000K 113° 3,3
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Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W
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xm000 les19 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 700 28,4 2140 19,9 108 A+
xm001 les19 Ta25 °C vita media · average life   70000 h L80  B10

Vb9.603.91 trasparente ∙ trasparent 1

 vetro. glass. IP44 IK06

Vb8.603.31.27 bruno antico ∙ antique brown 2700K 15° 3,3

Vb8.603.32.27 nero notte ∙ night black 2700K 15° 3,3

Vb8.603.33.27 scurodivals 2700K 15° 3,3

Vb8.603.34.27 grigio argento ∙ silver grey 2700K 15° 3,3

Vb8.603.35.27 rame ∙ copper 2700K 15° 3,3

Vb8.603.31.30 bruno antico ∙ antique brown 3000K 15° 3,3

Vb8.603.32.30 nero notte ∙ night black 3000K 15° 3,3

Vb8.603.33.30 scurodivals 3000K 15° 3,3

Vb8.603.34.30 grigio argento ∙ silver grey 3000K 15° 3,3

Vb8.603.35.30 rame ∙ copper 3000K 15° 3,3

 biblio sospensione 4 lensoptica amp180 240V 50-60Hz IP40







Distributor for Viabizzuno

Architectural Lighting Solutions
Web: www.cirruslighting.co.uk

Email: sales@cirruslighting.co.uk

Tel: 0207 193 2175

Fax: 0207 193 3175

C
o

n
ta

ct
 U

s

https://www.instagram.com/cirruslighting/?hl=en
http://www.linkedin.com/company/cirrus-lighting
http://www.pinterest.com/cirruslighting/
http://www.twitter.com/cirruslighting
http://www.youtube.com/user/CirrusLighting?feature=watch
http://www.facebook.com/cirruslighting
https://cirruslighting.us6.list-manage.com/subscribe?u=ec6880c43d3b714e689d31c0b&id=29d57d4ebb



