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pezzi unici e numerati singolarmente · singularly numbered unique pieces

pezzi unici e numerati singolarmente · singularly numbered unique pieces

apparecchio di illuminazione da parete e terra per interni IP20.
realizzato con due bracci in acciaio controllati da un sistema di leve e molle che garantiscono la 
frizione. diffusore luminoso 380mmx300mm orientabile su asse verticale e orizzontale.
modelli:
anselmo parete piccolo con braccio 1100mm orientabile di 180° sull’asse verticale e braccio 
2000mm che permette un’estensione massima di 3100mm,
anselmo parete grande con braccio 2300mm orientabile di 180° sull’asse verticale e braccio 
2450mm che permette un’estensione massima di 4060mm.
anselmo terra con braccio 2100mm orientabile di 180° sull’asse verticale e braccio 2314mm che 
permette un’estensione massima di 4110mm.
cablato con sorgente elettronica 2700K o 3000K Ra98 19,9W 2140lm.
ottiche: 36°
alimentatore 240V 50-60Hz incluso per i modelli parete.
alimentatore 220-240V 50-60Hz incluso, con cavo rivestito in tessuto 3000mm e presa schuko 
per il modello terra.
dimmerabile con potenziometro rotativo.
fi niture: acciaio brunito trattato a cera.

IP20 rated wall and fl oor standing light fi tting for indoor use.
made of two steel arms controlled by clutch springs and levers.
380mmx300mm light diffuser, adjustable both on the horizontal and vertical axis.
versions:
anselmo parete piccolo with 1100mm long arm adjustable by 180° on the vertical axis and 
2000m long arm which ables to a 3100mm maximum extension,
anselmo parete grande with 2300mm long arm adjustable by 180° on the vertical axis and 
2450mm long arm which ables to a 4060mm maximum extension.
anselmo terra with 2100mm long arm adjustable by 180° on the vertical axis and 2314mm long 
arm which ables to a 4110mm maximum extension.
wired with 2700K or 3000K Ra98 19.9W 2140lm led source.
optics: 36°
240V 50-60Hz power supply included for wall versions. 
220-240V 50-60Hz power supply included, with 3000mm long textile cable and schuko socket 
for fl oor standing version.
dimmable with rotary potentiometer.
fi nishes: wax treated burnished steel.
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280 Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 700 28,4 2140 19,9 108 A+
xm000 les19 Ta25 °C vita media · average life   70000 h L80  B10
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Vb5.567.21.27 acciaio brunito trattato a cera
wax treated burnished steel

2700K 36° 50

Vb5.567.21.30 acciaio brunito trattato a cera
wax fi nished burnished steel

3000K 36° 50

 anselmo parete grande 240V 50-60Hz IP20

Vb5.567.31.27 acciaio brunito trattato a cera
wax treated burnished steel

2700K 36° 35

Vb5.567.31.30 acciaio brunito trattato a cera
wax treated burnished steel

3000K 36° 35

 anselmo parete piccolo 240V 50-60Hz IP20

estensione braccio massima
maximum arm extension

Vb5.567.21.27/30

estensione braccio minima
minimum arm extension

estensione braccio e orientabilità
arm extension and adjustability 
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Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 700 28,4 2140 19,9 108 A+
xm000 les19 Ta25 °C vita media · average life   70000 h L80  B10

Ra R9 ies tm-30 sdcm mA Vf (min) lm W lm/W

98 98 Rf 96 Rg 103 step 1 700 28,4 2140 19,9 108 A+
xm001 les19 Ta25 °C vita media · average life   70000 h L80  B10

Vb4.567.21.27 acciaio brunito trattato a cera
wax treated burnished steel

2700K 36° 163

Vb4.567.21.30 acciaio brunito trattato a cera
wax treated burnished steel

3000K 36° 163

 anselmo terra 220-240V 50-60Hz IP20





Distributor for Viabizzuno

Architectural Lighting Solutions
Web: www.cirruslighting.co.uk

Email: sales@cirruslighting.co.uk

Tel: 0207 193 2175

Fax: 0207 193 3175
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https://www.instagram.com/cirruslighting/?hl=en
http://www.linkedin.com/company/cirrus-lighting
http://www.pinterest.com/cirruslighting/
http://www.twitter.com/cirruslighting
http://www.youtube.com/user/CirrusLighting?feature=watch
http://www.facebook.com/cirruslighting
https://cirruslighting.us6.list-manage.com/subscribe?u=ec6880c43d3b714e689d31c0b&id=29d57d4ebb



