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apparecchio di illuminazione da tavolo, terra e parete per interni IP20.
realizzato in alluminio e acciaio.
modelli: 
roy lettura diffusa e roy lettura spot composte da diffusore luminoso 97x38mm, orientabile 
di 270° sull’asse orizzontale e 180° sull’asse verticale, asta di diametro Ø8mm, orientabile 
di 180° sull’asse verticale e fi ssata ad un supporto 120x60x20mm, base in acciaio 
180x180x10mm e asta di diametro Ø8mm con estremità godronata che ne permette 
l’accensione e la dimmerazione.
alimentatore 100-240V 50-60Hz a spina incluso.
roy parete diffusa e roy parete spot composte da diffusore luminoso 97x38mm, orientabile 
di 270° sull’asse orizzontale e 180° sull’asse verticale, asta di diametro Ø8mm, orientabile 
di 180° sull’asse verticale e fi ssata ad un supporto di fi ssaggio a parete 120x60x20mm che 
contiene il sensore touch on/off.
alimentatore in tensione costante escluso da installare remoto.
roy tavolo diffusa e roy tavolo spot composte da diffusore luminoso 97x38mm, orientabile 
di 270° sull’asse orizzontale e 180° sull’asse verticale, braccio di diametro Ø8mm, 
orientabile di 180° sull’asse verticale e fi ssata ad un supporto 120x60x20mm che contiene 
il sensore touch on/off. base in acciaio 120x120x6mm.
alimentatore 100-240V 50-60Hz a spina incluso.
cablati con sorgente elettronica 3000K 6W 576lm completo di diffusore in policarbonato 
satinato per luce diffusa, sorgente elettronica 3000K 2,2W 148lm ottica 15° per luce spot.
roy terra composto da una base quadrata 244x244mm e da un corpo monolitico 
170x148x1747mm, orientabile di 360° sull’asse verticale base in acciaio 244x244mm.
cablato con tre sorgenti elettroniche 3000K dimmerabili singolarmente tramite 
potenziometro lineare: luce indiretta 36W 3138lm, luce diretta lineare 22W 2112lm, luce 
spot 11° 2x2,2W 2x148lm.
alimentatore 240V 50-60Hz a spina integrato, con cavo di alimentazione 2000mm.
fi niture: nero55, copper bronze e bianco lucido.

IP20 rated table, fl oor-standing, table and wall light fi tting for indoor use.
made of aluminium and steel.
versions: 
roy lettura diffusa and roy lettura spot are made of a 97x38mm light diffuser, 
adjustable by 270° on the horizontal axis and by 180° on the vertical axis, a Ø8mm rod, 
adjustable by 180° on the vertical axis, which is fastened to a 120x60x20mm support, a 
80x180x10mm steel base and Ø8mm rod with a knurled end allowing for the activation 
and dimming of the light.
100-240V 50-60Hz power supply with plug included.
roy parete diffusa and roy parete spot are made of a 97x38mm light diffuser, adjustable 
by 270° on the horizontal axis and by 180° on the vertical axis, a Ø8mm rod, adjustable 
by 180° on the vertical axis and fastened to a 120x60x20mm support for wall mounting 
which contains the on/off touch sensor.
constant voltage power supply not included to be installed remotely.
roy tavolo diffusa and roy tavolo spot are made of a 97x38mm light diffuser, adjustable 
by 270° on the horizontal axis and by 180° on the vertical axis, a Ø8mm rod, adjustable 
by 180° on the vertical axis, it is fi xed to a 120x60x20mm support that contains the on/off 
touch sensor. 120x120x6mm steel base.
100-240V 50-60Hz power supply with plug included.
wired with 3000K 6W 576lm led source equipped with a frosted polycarbonate diffuser 
for diffused light, 3000K 2.2W 148lm led source, 15° optics spot light.
roy terra is made of a 244x244mm square base and a 170x18x1747mm monolithic body 
adjustable by 360° on the vertical axis, 240x240mm base.
wired with three 3000K led sources which can be separately dimmable using a linear 
potentiometer: 36W 3138lm indirect light, 22W 2112lm linear direct light, 11° 2x2.2W 
2x148lm spotlight.
240V 50-60Hz power supply with plug included, with 2000 mm power supply cable.
fi nishes: nero55, copper bronze and polished white.
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Ra R9 ies tm-30 sdcm Vf lm W lm/W

95 90 Rf 93 Rg 102 step 2 24,0 576 6 96 A+
Vz081    Ta25 °C vita media · average life   50000 h L80  B10

Vb4.577.62 nero55 3000K 7

Vb4.577.64 copper bronze 3000K 7

 roy lettura diffusa 100-240V 50-60Hz IP20

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

 90 Rf 90 Rg 100 step 2 700 3,0 148 2,2 70 A+
ca021 les2 Ta25 °C vita media · average life   50000 h L70  B10

Vb4.577.72 nero55 3000K 15° 7

Vb4.577.74 copper bronze 3000K 15° 7

 roy lettura spot 100-240V 50-60Hz IP20
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Vb5.577.52/54

Vb5.577.42/44

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

 90 Rf 90 Rg 100 step 2 700 3,0 148 2,2 70 A+
ca021 les2 Ta25 °C vita media · average life   50000 h L70  B10

Ra R9 ies tm-30 sdcm Vf lm W lm/W

95 90 Rf 93 Rg 102 step 2 24,0 576 6 96 A+
Vz081    Ta25 °C vita media · average life   50000 h L80  B10

Vb5.577.42 nero55 3000K 1,5

Vb5.577.44 copper bronze 3000K 1,5

Vb5.577.52 nero55 3000K 15° 1,5

Vb5.577.54 copper bronze 3000K 15° 1,5

 roy parete diffusa 24Vdc IP20

 roy parete spot 24Vdc IP20
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Ra R9 ies tm-30 sdcm Vf lm W lm/W

95 90 Rf 93 Rg 102 step 2 24,0 576 6 96 A+
Vz081    Ta25 °C vita media · average life   50000 h L80  B10

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

 90 Rf 90 Rg 100 step 2 700 3,0 148 2,2 70 A+
ca021 les2 Ta25 °C vita media · average life   50000 h L70  B10

Vb2.577.12 nero55 3000K 15° 2,9

Vb2.577.14 copper bronze 3000K 15° 2,9

 roy tavolo diffusa 100-240V 50-60Hz IP20

Vb2.577.02 nero55 3000K 2,9

Vb2.577.04 copper bronze 3000K 2,9

 roy tavolo spot 100-240V 50-60Hz IP20
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luce indiretta 36W
indirect light

luce diretta lineare 22W
direct linear light

spot orientabili 2x2,2W
adjustable spotlight

 roy terra 240V 50-60Hz IP20

Vb4.577.31 bianco lucido · polished white 3000K l.i.     36W 18

l.d.     22W

spot 2x2,2W

Vb4.577.32 nero55 3000K l.i.      36W 18

l.d.     22W

spot 2x2,2W

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

95 Rf 92 Rg 100 step 2  1050 34,9 3138 36 82 A
ce011-3 les9 Ta25 °C vita media · average life   50000 h L70  B10

luce indiretta/indirect light

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

 90 Rf 90 Rg 100 step 2 700 3,0 148 2,2 70 A+
ca021 les2 Ta25 °C vita media · average life   50000 h L70  B10

luce spot orientabile/adjustable spot light

Ra R9 ies tm/30 sdcm Vf lm/m W/m lm/W

95 90 Rf 93 Rg 102 step 2 24 1250 13 96 A+
V0001 5,9 Ta25 °C vita media · average life   50000 h L80  B10

luce diretta lineare/direct linear light





Distributor for Viabizzuno

Architectural Lighting Solutions
Web: www.cirruslighting.co.uk

Email: sales@cirruslighting.co.uk

Tel: 0207 193 2175

Fax: 0207 193 3175
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https://www.instagram.com/cirruslighting/?hl=en
http://www.linkedin.com/company/cirrus-lighting
http://www.pinterest.com/cirruslighting/
http://www.twitter.com/cirruslighting
http://www.youtube.com/user/CirrusLighting?feature=watch
http://www.facebook.com/cirruslighting
https://cirruslighting.us6.list-manage.com/subscribe?u=ec6880c43d3b714e689d31c0b&id=29d57d4ebb



