
coppibartali mario nanni 2018

apparecchio di illuminazione modulare a sospensione, 
soffi tto, parete, terra per interni IP20.
realizzato in alluminio ossidato con cilindri in vetro 
rigato internamente. 
l'esclusivo sistema a catena brevettato Viabizzuno 
permette di personalizzare la geometria della lampada 
ottenendo infi nite possibilità di soluzioni architettoniche. 
modelli:
coppibartali 01 52 elementi, geometria aperta 
lunghezza 3365mm h.380mm, disponibile con due 
alimentatori a spina,
coppibartali 02 26 elementi, geometria aperta, 
lunghezza 1675mm h.380mm, disponibile con 
alimentatore a spina,
coppibartali 03 52 elementi a sospensione, geometria 
aperta lunghezza 3365mm h.380mm, disponibile con 
due rosoni di alimentazione o con due alimentatori da 
installare remoti, 
coppibartali 04 26 elementi a sospensione, geometria 
aperta lunghezza 1675mm h.380mm, disponibile con 
rosone di alimentazione o con alimentatore da installare 
remoto,
coppibartali 05 78 elementi a sospensione, geometria 
chiusa diametro Ø1610mm h.380mm, disponibile con 
tre rosoni di alimentazione o con tre alimentatori da 
installare remoti,
coppibartali 06 52 elementi a sospensione, geometria 
chiusa diametro Ø1072mm h.380mm, disponibile con 
due rosoni di alimentazione o con due alimentatori da 
installare remoti.
ogni cilindro è cablato con sorgente elettronica 2700K 
3,1W 287lm. alimentatori a corrente costante 120-240V 
50-60Hz inclusi. 
fi niture: ottone ap-s. personalizza la tua luce 
vai su www.Viabizzuno.com

IP20 rated suspension, ceiling, wall mounting and fl oor 
standind light fi tting for indoor use.
made of oxidized aluminum with glass cylinders.
the exclusive patented Viabizzuno chain system allow to 
personalize the light fi tting geometry
with unlimited possibility of architectural solutions.
versions:
coppibartali 01 52 elementi, open geometry 3365mm 
h.380mm, available with two power supply with plug,
coppibartali 02 26 elementi, open geometry 1675mm 
h.380mm, available with power supply with plug.
coppibartali 03 52 elementi, open geometry 3365mm 
h.380mm suspension light, available with two power 
supply rose or with two power supply to be install 
remotely,
coppibartali 04 26 elementi, open geometry 1675mm 
h.380mm suspension light, available with power supply 
rose or power supply to be install remotely,
coppibartali 05 78 elementi, closed geometry 
suspension light fi tting diameter Ø1610mm h.380mm, 
available with three power supply rose or with three 
power supply to be install remotely,
coppibartali 06 52 elementi, closed geometry 
suspension light fi tting diameter Ø1072mm h.380mm, 
available with two power supply rose or with two 
power supply to be install remotely,
each cylinder is wired with 2700K 3,1W 287lm led 
source.
120-240V 50-60Hz power supply included.
fi nishes: ottone ap-s.
customize your light visit www.Viabizzuno.com
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alcuni esempi di possibili confi gurazioni     
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     con geometrie aperte · some examples of confi gurations with open geometries



Vb6.636.01  ottone ap-s  vetro pirex · glass 2700K 52x3,1W 15

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

95 Rf 92 Rg 100 step 2 175 17,7 14924 161,2 93 A++
cd031-52 les6 Ta25 °C vita media · average life   50000 h L80  B10

 coppibartali 01 52 elementi 120-240V 50-60Hz IP20
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Vb6.636.03  ottone ap-s  vetro pirex · glass 2700K 26x3,1W 10

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

95 Rf 92 Rg 100 step 2 175 17,7 7462 80,6 93 A++
cd031-26 les6 Ta25 °C vita media · average life   50000 h L80  B10

 coppibartali 02 26 elementi 120-240V 50-60Hz IP20
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Vb8.636.11  ottone ap-s  vetro pirex · glass 2700K 52x3,1W 15

Vb8.636.15  ottone ap-s  vetro pirex · glass 2700K 52x3,1W 15

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

95 Rf 92 Rg 100 step 2 175 17,7 14924 161,2 93 A++
cd031-52 les6 Ta25 °C vita media · average life   50000 h L80  B10

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

95 Rf 92 Rg 100 step 2 175 17,7 14924 161,2 93 A++
cd031-52 les6 Ta25 °C vita media · average life   50000 h L80  B10

 coppibartali 03 52 elementi 120-240V 50-60Hz IP20

 coppibartali 03 52 elementi 120-240V 50-60Hz IP20
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Vb8.636.13  ottone ap-s  vetro pirex · glass 2700K 26x3,1W 10

Vb8.636.17  ottone ap-s  vetro pirex · glass 2700K 26x3,1W 10

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

95 Rf 92 Rg 100 step 2 175 17,7 7462 80,6 93 A++
cd031-26 les6 Ta25 °C vita media · average life   50000 h L80  B10

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

95 Rf 92 Rg 100 step 2 175 17,7 7462 80,6 93 A++
cd031-26 les6 Ta25 °C vita media · average life   50000 h L80  B10

 coppibartali 04 26 elementi 120-240V 50-60Hz IP20

 coppibartali 04 26 elementi 120-240V 50-60Hz IP20
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Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

95 Rf 92 Rg 100 step 2 175 17,7 22386 241,8 93 A++
cd031-78 les6 Ta25 °C vita media · average life   50000 h L80  B10

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

95 Rf 92 Rg 100 step 2 175 17,7 22386 241,8 93 A++
cd031-78 les6 Ta25 °C vita media · average life   50000 h L80  B10

 coppibartali 05 78 elementi 120-240V 50-60Hz IP20

 coppibartali 05 78 elementi 120-240V 50-60Hz IP20

Vb8.636.01  ottone ap-s  vetro pirex · glass 2700K 78x3,1W 20

Vb8.636.05  ottone ap-s  vetro pirex · glass 2700K 78x3,1W 20
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Vb8.636.03  ottone ap-s  vetro pirex · glass 2700K 52x3,1W 15

Vb8.636.07  ottone ap-s  vetro pirex · glass 2700K 52x3,1W 15

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

95 Rf 92 Rg 100 step 2 175 17,7 14924 161,2 93 A++
cd031-52 les6 Ta25 °C vita media · average life   50000 h L80  B10

Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

95 Rf 92 Rg 100 step 2 175 17,7 14924 161,2 93 A++
cd031-52 les6 Ta25 °C vita media · average life   50000 h L80  B10

 coppibartali 06 52 elementi 120-240V 50-60Hz IP20

 coppibartali 06 52 elementi 120-240V 50-60Hz IP20
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alcuni esempi di possibili confi gurazioni con geometrie chiuse · some examples of confi gurations with closed geometries





1. scegli le dimensioni
choose dimensions

2. scegli il rosone di alimentazione
choose the ceiling rose
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alcuni esempi di possibili confi gurazioni con dimensioni personalizzate · some examples of confi gurations with customized dimensions





Distributor for Viabizzuno

Architectural Lighting Solutions
Web: www.cirruslighting.co.uk

Email: sales@cirruslighting.co.uk

Tel: 0207 193 2175

Fax: 0207 193 3175
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https://www.instagram.com/cirruslighting/?hl=en
http://www.linkedin.com/company/cirrus-lighting
http://www.pinterest.com/cirruslighting/
http://www.twitter.com/cirruslighting
http://www.youtube.com/user/CirrusLighting?feature=watch
http://www.facebook.com/cirruslighting
https://cirruslighting.us6.list-manage.com/subscribe?u=ec6880c43d3b714e689d31c0b&id=29d57d4ebb



