
mosaico barbara balestreri mario nanni 2006

apparecchio di illuminazione componibile da terra e da parete per interni IP20 realizzato in 
estruso di alluminio ossidato di sezione 30x32mm, di lunghezza 2600mm, 2200mm e 1800mm 
abbinabili a moduli ciechi o elettrifi cati di lunghezza 400mm o 800mm e orientabili di 355° 
sull’asse verticale e 180° sull’asse orizzontale.
modelli: 
mosaico parete, 
mosaico parete cieco, 
mosaico terra,
mosaico terra cieco,
base per mosaico terra di dimensioni 140x140x140mm,
mosaico modulo G53,
mosaico modulo led,
mosaico modulo cieco superiore.
mosaico cablato con sorgente elettronica 3000K fi no a 51,2W 4915lm.
i singoli moduli sono disponibili con sorgente elettronica 3000K 4W 316lm oppure con uno o tre 
componenti sorgente elettronica spot G53 12V 2700K o 3000K fi no a 15W 810lm con ottiche 11° 
22° o 44° e orientabili singolarmente. 
alimentatore 240V 50-60Hz incluso.
accessori: portaaccessori, lente ellittica, lente diffondente e frangiluce nido d’ape.
fi niture: argento opaco e nero55.

IP20 rated fl oor standing and wall modular light fi tting for indoor use, made of oxidized 
extruded aluminium with a 30x32mm section, length 2600mm, 2200mm and 1800mm, 
which can be paired with 400mm or 800mm long blind or electrifi ed modules, adjustable by 
355°on the vertical axis and by 180° on the horizontal axis.
versions: 
mosaico parete, 
mosaico parete cieco, 
mosaico terra,
mosaico terra cieco.
mosaico terra version base sizes: 140x140x140mm,
mosaico modulo G53,
mosaico modulo led,
mosaico modulo cieco superiore.
mosaico wired with 3000K led source up to 51,2W 4915lm.
the modules are available with 3000K 4W 316lm led source or one or three G53 12V 2700K 
or 3000K led spot components up to 15W 810lm with 11° 22° or 44° optics that can be 
adjusted individually. 
240V 50-60Hz power supply included.
accessories: accessory carrier, elliptical lens, diffusing lens, honeycomb louvre.
fi nishes: matt silver and nero55.
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Ra R9 ies tm-30 sdcm Vf lm/m W/m lm/W

95 90 Rf 93 Rg 102 step 2 24 2500 26 96 A+
V3001 11 Ta25 °C vita media · average life   50000 h L80  B10

 mosaico parete 240V 50-60Hz IP20

Vb6.180.31 nero55 3000K 2600mm 51,2W 2

Vb6.180.32 argento opaco · matt silver 3000K 2600mm 51,2W 2

Vb6.180.33 nero55 3000K 2200mm 40,8W 1,8

Vb6.180.34 argento opaco · matt silver 3000K 2200mm 40,8W 1,8

Vb6.180.35 nero55 3000K 1800mm 30,5W 1,6

Vb6.180.36 argento opaco · matt silver 3000K 1800mm 30,5W 1,6
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 mosaico parete cieco 

f6.180.11 nero55 2600mm 2

f6.180.12 argento opaco · matt silver 2600mm 2

f6.180.13 nero55 2200mm 1,8

f6.180.14 argento opaco · matt silver 2200mm 1,8

f6.180.15 nero55 1800mm 1,6

f6.180.16 argento opaco · matt silver 1800mm 1,6
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Ra R9 ies tm-30 sdcm Vf lm/m W/m lm/W

95 90 Rf 93 Rg 102 step 2 24 2500 26 96 A+
V3001 11 Ta25 °C vita media · average life   50000 h L80  B10

Vb6.180.21 nero55 3000K 2600mm 51,2W 1,9

Vb6.180.22 argento opaco · matt silver 3000K 2600mm 51,2W 1,9

Vb6.180.23 nero55 3000K 2200mm 40,8W 1,7

Vb6.180.24 argento opaco · matt silver 3000K 2200mm 40,8W 1,7

Vb6.180.25 nero55 3000K 1800mm 30,5W 1,5

Vb6.180.26 argento opaco · matt silver 3000K 1800mm 30,5W 1,5

 mosaico terra 240V 50-60Hz IP20

Vb6.180.21/22

Vb6.180.23/24

Vb6.180.25/26
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 mosaico terra cieco 

f6.180.01 nero55 2600mm 1,8

f6.180.02 argento opaco ∙ matt silver 2600mm 1,8

f6.180.03 nero55 2200mm 1,6

f6.180.04 argento opaco ∙ matt silver 2200mm 1,6

f6.180.05 nero55 1800mm 1,4

f6.180.06 argento opaco ∙ matt silver 1800mm 1,4

compatibilità verifi cata solo con
componenti di luce elettronica
spot Viabizzuno
verifi ed compatibility only with 
Viabizzuno led source
spot components

Vb6.180.43 nero55 G53 50W 1,1

Vb6.180.44 argento opaco ∙ matt silver G53 50W 1,1

Vb6.180.41 nero55 G53 3x50W 1,3

Vb6.180.42 argento opaco ∙ matt silver G53 3x50W 1,3

 mosaico modulo G53 240V 50-60Hz  IP20

Vb6.180.41/42

Vb6.180.41/42

mosaico terra

mosaico parete

f9.180.91/92

140 140

1
4

0

f9.180.91 nero55 28

f9.180.92 argento ∙ silver 28

 base con piedi regolabili. base with levelling system.



355°

180°

45° 45°

gradi di rotazione
rotation degrees

Ø111

6
2

Ra ies tm/30 sdcm Vf lm W lm/W

90 Rf 89 Rg 102 step 3 12 550 11 50 A
pd000 Ta25 °C vita media · average life   40000 h L80  B10

Ra ies tm/30 sdcm Vf lm W lm/W

90 Rf 89 Rg 102 step 3 12 800 15 53 A
pd010 Ta25 °C vita media · average life   40000 h L80  B10

Ra ies tm-30 sdcm Vf (min) lm W lm/W

 90 Rf 89 Rg 102 step 3 12 570 11 52 A
 pd001 Ta25 °C vita media · average life   40000 h L80  B10

Ra ies tm-30 sdcm Vf (min) lm W lm/W

 90 Rf 89 Rg 102 step 3 12 810 15 54 A
 pd011 Ta25 °C vita media · average life   40000 h L80  B10

 sorgente elettronica spot. led spot component. 12V G53

l7.970 2700K 11° 0,2

l7.971 2700K 22° 0,2

l7.972 2700K 44° 0,2

l7.976 2700K 22° 0,2

l7.977 2700K 44° 0,2

l7.973 3000K 11° 0,2

l7.974 3000K 22° 0,2

l7.975 3000K 44° 0,2

l7.978 3000K 22° 0,2

l7.979 3000K 44° 0,2



Ø106 25

Ø106 25

Ø106 3

Ø116 7

f9.001.11 porta accessori nero · accessory carrier black 0,01

f9.001.12 porta accessori argento  · accessory carrier silver 0,01

f9.001.25 lente ellittica · elliptical lens 0,04

f9.001.27 lente diffondente · diffusing lens 0,05

f9.001.31 frangiluce nido d’ape · honeycomb louver 0,01

 accessori. accessories.  
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Ra ies tm-30 sdcm mA Vf (min) lm W lm/W

 90 Rf 90 Rg 100 step 2 350  12,0 316 4 79 A++
ca001-4 les2 Ta25 °C vita media · average life   50000 h L80  B10

per la perfetta planarità della base 
su pavimentazioni sconnesse agire 
sui quattro piedi regolabili (a)
for a perfect fl atness of the base 
on uneven fl oors, act on the four 
adjustable feets (a)

per la perfetta perpendicolarità 
dell’asta del mosaico, con la base, 
agire sulle tre viti (b)
for a perfect squareness of the 
mosaico’s rod with the base, act on 
the three screws (b)

f6.180.51 nero55 + polimetilmetacrilato trasparente
nero55 + trasparent polymethyl methacrylate  

3000K 1,3

f6.180.52 argento opaco + polimetilmetacrilato trasparente
matt silver + trasparent polymethyl methacrylate 

3000K 1,3

 mosaico modulo led 240V 50-60Hz IP20

 mosaico modulo cieco superiore

f6.180.73 nero55 400mm 0,4

f6.180.74 argento opaco ∙ matt silver 400mm 0,4

f6.180.71 nero55 800mm 0,7

f6.180.72 argento opaco ∙ matt silver 800mm 0,7





Distributor for Viabizzuno

Architectural Lighting Solutions
Web: www.cirruslighting.co.uk

Email: sales@cirruslighting.co.uk

Tel: 0207 193 2175

Fax: 0207 193 3175
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https://www.instagram.com/cirruslighting/?hl=en
http://www.linkedin.com/company/cirrus-lighting
http://www.pinterest.com/cirruslighting/
http://www.twitter.com/cirruslighting
http://www.youtube.com/user/CirrusLighting?feature=watch
http://www.facebook.com/cirruslighting
https://cirruslighting.us6.list-manage.com/subscribe?u=ec6880c43d3b714e689d31c0b&id=29d57d4ebb



